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The present invention provides an overvoltage protection cir-
cuit, an overvoltage protection method and a panel driving
circuit, wherein, the overvoltage protection circuit adjusts
drive output voltage of LED strings coupled with a main IC
and a secondary IC and includes a main IC overvoltage trig-
gering circuit and a secondary IC overvoltage triggering cir-
cuit, wherein, the main IC overvoltage triggering circuit con-
nected respectively in series with said main IC and several
LED strings, said secondary IC overvoltage triggering circuit
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several LED strings, overvoltage protection triggering points
are set respectively in the main IC and the secondary IC, and
the voltage value of the overvoltage protection’s triggering
point of the secondary IC is less than that of the main IC.
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OVERVOLTAGE PROTECTION CIRCUIT,
OVERVOLTAGE PROTECTION METHOD
AND PANEL DRIVING CIRCUIT

TECHNICAL FIELD OF THE INVENTION

The present invention relates an overvoltage protection
circuit, an overvoltage protection method and a panel driving
circuit, and more particularly to an overvoltage protection
circuit and a method thereof, in which an overvoltage trigger-
ing circuit of a main IC provides the overvoltage protection to
LED strings, and a panel driving circuit adopting the over-
voltage protection circuit.

BACKGROUND OF THE INVENTION

The channels (LED strings to be driven) of a constant
current drive IC of a single LED is limited, and as large-size
LCD TVs need more LED strings to provide their backlight-
ing high brightness, it is need to couple a plurality of ICs,
wherein an IC provides drive signals to a MOS tube to make
the whole circuit work normally. The IC is a main IC, and
other ICs only need to provide dimming pins to connect the
LED strings, so they are secondary ICs. A known main-
secondary connecting mode circuit is shown in FIG. 1,
divider resistances of each IC need to be set with output
overvoltage protecting points respectively. If the output over-
voltage protecting points of each IC are set in a same way, the
triggering voltage values of the overvoltage protection of
each IC may be different in actual operations, and the state in
which the IC cannot trigger the overvoltage protection may be
appeared because of the resistances’ accuracy or IC’s indi-
vidual difference.

When multiple ICs are coupled in the main-secondary
mode, the output voltage is determined by the drive signal of
the main IC. If the voltage value of the overvoltage protection
of'the main IC is less than that of the secondary IC, and when
the LED strings coupled to the secondary IC appear open
circuits thereof, then the output voltage controlled by the
main IC rises, at this time, the overvoltage protection of the
main IC is triggered and the situation that each LED string
coupled to the main IC starts to be detected. However, the
secondary ICs cannot trigger their own overvoltage protec-
tion because their triggering voltage values are relatively
larger, which results that the LED strings appearing open
circuits cannot be closed, and the output voltage controlled by
the main IC remains in a high voltage state, so the whole
circuit is unstable.

Therefore, it is necessary to provide an overvoltage protec-
tion circuit of LED strings controlled separately by a main IC
and secondary ICs.

SUMMARY OF THE INVENTION

On account of the lack of the prior art, the object of the
present invention is to provide an overvoltage protection cir-
cuit of LED strings controlled separately by a main IC and a
secondary IC, such that both main IC and secondary IC can
play a role when certain abnormal condition occurs to the
LED strings.

Another object of the present invention is to provide an
overvoltage protection method of said overvoltage protection
circuit.

Another object of the present invention is to provide a panel
driving circuit adopting the overvoltage protection circuit.

The present invention provides an overvoltage protection
circuit, arranged to adjust the drive output voltage of'the LED

10

15

20

25

30

35

40

45

50

55

60

65

2

strings coupled with the main IC and the secondary IC, and
comprises a main IC overvoltage triggering circuit and a
secondary IC overvoltage triggering circuit, wherein: the
main IC overvoltage triggering circuit connected respectively
in series with the main IC and several LED strings. The
secondary IC overvoltage triggering circuit connected
respectively in series with the secondary IC and several LED
strings. Overvoltage protection triggering points are set
respectively in the main IC and the secondary IC, and the
voltage value of the overvoltage protection triggering point of
the secondary IC is less than that of the main IC.

Perfectly, the minimum voltage of the secondary IC is
larger than the maximum voltage of the main IC, and the
minimum voltage of the secondary IC is 0.7-1V larger that the
maximum voltage of the main IC. The main IC overvoltage
triggering circuit has at least two divider resistances that
connected in series each other; also, the secondary IC over-
voltage triggering circuit has at least two divider resistances
that connected in series each other. Wherein, overvoltage
protection triggering point of the main IC is set in the main
divider resistances, and overvoltage protection triggering
point of the secondary IC is set in the second divider resis-
tances.

Perfectly, the main divider resistance has a first resistance
and a second resistance. The first resistance is set between the
overvoltage protection triggering point of the main IC and the
drive output end, the second resistance is set between the
overvoltage protection triggering point of the main IC and the
ground end. The second divider resistance has a third resis-
tance and a forth resistance. The third resistance is set
between the overvoltage protection triggering point of the
secondary IC and the drive output end, the forth resistance is
set between the overvoltage protection triggering point of the
secondary IC and the ground end. Wherein, the ratio of the
forth resistance value and the sum of the third resistance value
and the forth resistance value of the second divider resistance
is larger than the ratio of the second resistance value and the
sum of the first resistance value and the second resistance
value of the main divider resistance.

Perfectly, the main divider resistance has a first resistance,
a second resistance and a third resistance. The first resistance
and the second resistance are set between the overvoltage
protection triggering point of the main IC and the drive output
end, the third resistance is set between the overvoltage pro-
tection triggering point of the main IC and the ground end. A
forth and a fifth resistances are set between the overvoltage
protection triggering point of the secondary IC and the drive
output end, a sixth resistance is set between the overvoltage
protection triggering point of the secondary IC and the
ground end. Wherein, the ratio of the sixth resistance value
and the sum of the forth, the fifth and the sixth resistance
values of the second divider resistance is larger than the ratio
of the third resistance value and the sum of the first, the
second and the third resistance values of the main divider
resistance. Wherein, the third resistance value of the main
divider resistances may be equal to that of the sixth resistance.

Perfectly, the main IC has a main control module and a
main detecting module coupled thereof. The main detecting
module is coupled to the main divider resistances to detect the
voltage’s change of the main divider resistances. The main
control module is coupled to the driving output end of the
LED strings to adjust the voltage of the driving output end
according the detecting result of the main detecting module.
The secondary IC has a secondary control module and a
secondary detecting module coupled thereof. The secondary
detecting module is coupled to the secondary divider resis-
tances to detect the voltage’s change of the secondary divider
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resistances. The secondary control module is coupled to the
driving output end to adjust the voltage of the driving output
end according the detecting result of the secondary detecting
module. In the secondary IC, with the output voltage rises, the
secondary control module sends a closing detection instruc-
tionto the LED strings appearing open circuits to interrupt the
voltage/current detection when the secondary detecting mod-
ule detects that the voltage of the second divider resistances
arrives at that of the overvoltage protection point of the sec-
ondary IC. In the main IC, the main control module sends a
closing detection instruction to the LED strings appearing
open circuits to interrupt the voltage/current detection and to
drive the driving output end of the LED strings to reduce its
output voltage when the main detecting module detects that
the voltage of the main divider resistances arrives at that of the
overvoltage protection point of the main IC.

Perfectly, the main detecting module is coupled respec-
tively to each LED string connected in series with a current
limiting resistance. Once the main detecting module detects
that the voltage value of a current limiting resistance of cer-
tain LED string’ circuit is larger that a predefined value, it
sends such feedback to the main control module, which then
to send a closing detection instruction to the LED string to
close the detection of the corresponding LED string and to
control the driving output end of the LED string to reduce its
output voltage. The secondary detecting module is coupled
respectively to each LED string connected in series with a
current limiting resistance. Once the secondary detecting
module detects that the voltage value of a current limiting
resistance of certain LED string’s circuit is larger that a pre-
defined value, it sends such feedback to the secondary control
module, which then to send a closing detection instruction to
the LED string to close the detection of the corresponding
LED string. The main IC and the secondary IC control each
LED string' opening and closing by a negative feedback.

The present invention provides an overvoltage protection
method adopting aforementioned overvoltage protection cir-
cuit; the method comprises the steps of:

Step 1: setting overvoltage protection points of the main IC
and the secondary IC respectively in their overvoltage trig-
gering circuits, the voltage value of the secondary IC’s over-
voltage protection triggering point is less that that of the main
1C;

Step 2: with the output voltage rises, when the secondary
detecting module detects the relationship of the voltage of the
second divider resistances and the overvoltage protection
triggering point of the secondary IC:

If the voltage of the second divider resistances arrives at
that of the overvoltage protection triggering point, the sec-
ondary control module sends a closing detection instruction
to the LED strings appearing open circuits to interrupt the
voltage/current detection;

Step 3: when the main detecting module detects the rela-
tionship of the voltage of the main divider resistances and the
overvoltage protection triggering point of the main IC:

If the voltage of the main divider resistances arrives at that
of the overvoltage protection triggering point, the main con-
trol module sends a closing instruction to the LED strings
appearing open circuits and to reduce the output voltage;

Step 4: the main control module adjusts the voltage adjust-
ing extend of the LEDs’ drive output end according to the
feedback of the main detecting module;

Step 41: according to the feedback of the main detecting
module, when to need increase the output voltage, the main
control module sends a voltage rising control signal to a MOS
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tube to drive the MOS tube to increase its duty cycle, thus to
drive the voltage increasing extend of the LEDs’ drive output
end.

Step 42, when to need reduce the output voltage, the main
control module sends a voltage reducing control signal to a
MOS tube to drive the MOS tube to reduce its duty cycle, thus
to drive the voltage reducing extend ofthe LEDs’ drive output
end.

The present invention provides a panel driving circuit
including LED strings with the main IC and the secondary
ICs, and the aforementioned overvoltage protection circuit
arranged to adjust the voltage ofthe LED strings’ drive output
end.

Compared to the prior art, the overvoltage protection cir-
cuit and the method thereof, and the panel driving circuit of
the present invention, wherein the main IC and the secondary
IC are set respectively with the overvoltage triggering circuit
in the overvoltage protection circuit. By changing the coupled
method of the main IC and the secondary IC with the over-
voltage triggering circuit, and selecting the ratio of the divider
resistances of the main IC and the secondary IC, wherein the
overvoltage protection triggering point of the secondary IC is
lower than that of the main IC, thus, when certain abnormal
condition occurs, with the output voltage rising, the second-
ary IC triggers the overvoltage protection earlier than that of
the main IC to reflect the working statue of the LED strings in
real time.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is an overvoltage protection circuit diagram accord-
ing to a prior art;

FIG. 2 is an overvoltage protection circuit block diagram
according to the present invention;

FIG. 3 is an overvoltage protection circuit diagram accord-
ing to a first embodiment the present invention; and

FIG. 4 is an overvoltage protection circuit diagram accord-
ing to a second embodiment the present invention.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENTS

Please refer to FIG. 2, some problems concerting to over-
voltage protection of the output voltage may appear when
multiple LED strings are coupled to a main IC and a second-
ary IC, in fact, they can be solved by adjusting the drive output
voltage of a plurality of LED strings in large LCD TV. The
present invention provides an overvoltage protection circuit,
arranged to adjust the voltage of a drive output end 100 of
LED strings 401, 402 having a main IC and a secondary IC
therein. The overvoltage protection circuit includes a main IC
overvoltage triggering circuit 201 and a secondary IC over-
voltage triggering circuit 301, wherein the main IC overvolt-
age triggering circuit 201 is coupled respectively to the main
1C 202 and a plurality of LED strings 401, and the secondary
IC overvoltage triggering circuit 301 is coupled respectively
to the secondary IC 302 and a plurality of LED strings 402.
Overvoltage protection points are set respectively in the main
IC 202 and the secondary IC 302, and the voltage of the
overvoltage protection triggering point of the secondary IC
302 is less than that of the main IC 202. According to a voltage
changing value from the main IC overvoltage triggering cir-
cuit 201, the main IC 202 controls the On-off of the LED
strings 401 coupled thereof and adjusts the output voltage.
The secondary IC overvoltage triggering circuit 301 is
coupled respectively to the secondary IC 302 and a plurality
of LED strings 402, and according to a voltage changing
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value from the secondary IC overvoltage triggering circuit
301, the secondary IC 302 controls the On-off of the LED
strings 402 coupled thereof to make sure the drive output end
100 of the LEDs can be supplied normally, thus to avoid the
output voltage keeping a high level in a long time, because it
may make the whole circuit unstable.

The main IC 202 includes a main control module 2024 and
a main detecting module 2025 coupled therein, the main
detecting module 2025 is coupled to a main divider resistance
20 to detect the variation of the voltage thereof, and the main
control module 202q is coupled to the LED drive output end
100 to adjust its voltage according to the detecting result of
the main detecting module 2025. The secondary IC 302
includes a secondary control module 302a and a secondary
detecting module 3025 coupled therein, the secondary detect-
ing module 3025 is coupled to a second divider resistance 30
to detect the variation of the voltage thereof, and the second-
ary control module 3024 is coupled to the LED drive output
end 100 to adjust its voltage according to the detecting result
of the secondary detecting module 3025.

The minimum voltage of the secondary IC overvoltage
triggering circuit may be larger than the maximum voltage of
the main IC, thus to make the voltage values of the overvolt-
age protection triggering points of the secondary 1Cs 302 are
less than that of the main IC 202, and therefore, the voltage of
the divider resistance of the secondary IC overvoltage trig-
gering circuit can arrive the overvoltage protection triggering
point. Perfectly, the minimum voltage of the secondary IC is
0.7-1V larger than the maximum voltage of the main IC.

Please refer to FIGS. 2 and 3, the main IC overvoltage
triggering circuit 201 and the secondary IC overvoltage trig-
gering circuit 301 are described in detail hereinafter. The
main IC overvoltage triggering circuit 201 includes at least
two main divider resistances 20 that connected in series each
other; also, the secondary IC overvoltage triggering circuit
301 has at least two said second divider resistances 30 that
connected in series each other. Wherein, overvoltage protec-
tion triggering points of the main IC is set between the main
divider resistances 20, and overvoltage protection triggering
points of the secondary IC is set between the second divider
resistances 30. The voltage of each resistance is adjusted by
distribution of resistance value in order to make the overvolt-
age triggering points of the main and secondary IC different.

In the present embodiment, the main divider resistance
includes a first resistance (R1') and a second resistance (R2").
The first resistance (R1") is set between the overvoltage pro-
tection triggering point and the drive output end of the main
1C, the second resistance (R2') is set between the overvoltage
protection triggering point and a ground end of the main IC,
the detecting point of the main detecting module 2025 is set
between the first resistance (R1') and the second resistance
(R2"). The second divider resistance includes a third resis-
tance (R3') and a forth resistance (R4'). The third resistance
(R3") is set between the overvoltage protection triggering
point and the drive output end of the secondary IC, the forth
resistance (R4') is set between the overvoltage protection
triggering point and the ground end of the secondary IC. The
detecting point of the main detecting module 3025 is set
between the third resistance (R3') and the forth resistance
(R4"). Wherein, the ratio of the value of the forth resistance
(R4") and the sum of the values of the third resistance (R3")
and the forth resistance (R4'") of the secondary divider resis-
tance is larger than the ratio of the value of the second resis-
tance (R2') and the sum of the values of the first resistance
(R1") and the second resistance (R2') of the main divider
resistance, that means to satisfy the conditions following:
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RY N R4
R +RY = R¥ +R4’

According to the divider principle, the voltage of the over-
voltage protection triggering of the secondary IC 302 is less
than that of the main IC 202, and as the voltage of the forth
resistance (R4') is higher than that of the second resistance
(R2"), so the voltage of the forth resistance (R4') arrives the
overvoltage protection triggering point of the secondary IC
early, and the overvoltage protection circuit of the secondary
IC is triggered firstly.

Please refer to FIG. 3, in an embodiment, the voltage value
of the LED drive output end is 24V obtained by jointly con-
trolling of an inductance and a MOS tube. The load voltage of
each LED string is adjusted according to the drive signal’s
duty cycle of the MOS tube, and the drive signal output from
the MOS tube is adjusted by the main IC. The output voltage
V0=Vin (1-D), wherein, D represents the duty cycle of the
MOS tube. In the main-secondary mode of multiple ICs, only
the main IC controls the drive signal, otherwise the circuit
may be disordered and works abnormally.

The overvoltage protection triggering range set for the
main IC is 2.4V-2.6V, the highest output voltage of the LED
drive output end is controlled at 90V (the output voltage
cannot be too high considering the withstand voltage of the
circuit’s components). The main divider resistances R1' and
R2' are selected with a triggering voltage 2.4V by the main
overvoltage triggering circuit 201, as R2'/R1'=2.4/(90-2.4),
the resistances’ values may be selected arbitrarily, as long as
they satisfy the ratio relationship. The voltage values of the
main divider resistances R1' and R2' are appointed by the ratio
of the resistances’ values. For the secondary IC, the output
overvoltage protection is activated before the output voltage
value arrives at 90V, and the secondary IC overvoltage trig-
gering circuit may be selected at 85V to calculate the ratio of
the R3' and R4'. The triggering voltage may be selected at
2.6V for the secondary IC to make sure that the secondary IC
trigger the protection mode firstly, as R4'/R3'=2.6/(85-2.6),
the resistance values may be selected arbitrarily, as long as
they satisfy the ratio relationship.

Once certain LED string coupled to the secondary detect-
ing module appears an abnormal statue (the open circuit or
certain LED is broken), the secondary detecting module 3025
outputs a control signal to the main IC control module 202a if
it detects this statue. The duty cycle of the drive signal output
to the MOS tube is controlled by the main control module
202a of the main IC, the duty cycleis increased and the output
voltage is raised. After dividing the output voltage by the
divider resistances R1'-R4', and when the voltage of the LED
drive output end rise to the overvoltage protection point of the
main IC 202, the main IC 202 triggers its own overvoltage
protection, the control process is described above, the voltage
of the secondary divider resistance arrives the overvoltage
triggering point of the secondary 1C 302 firstly, thus to trigger
the overvoltage protection of the secondary IC 302, and to
exclude the LED strings that have abnormal situations.
Because the negative ends of the LED strings are coupled to
the secondary IC pin, the detecting control circuit coupled
with the secondary IC 302 and the negative ends of the LED
strings is cut off. The voltage/current detecting of the LED
string having the open circuit by the secondary detecting
module 3025 is closed by the secondary control module 302a,
that means the abnormal statues of the voltage/current of the
LED string are no longer detected, at this time, the others
LED strings keep working normally, the duty cycle D of the
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MOS tube’s drive signal output by the main IC is reduced, and
then to reduce the output voltage, for this reason, the LED
strings can work normally.

The voltages are calculated as the following. The range of
the normal output voltage of the main IC is Va-Vb, the stable
output voltage of the whole circuit is Vout, and the maximum
value of the output overvoltage is 1.2*Vout. When to select
the resistance values of the R1'-R4', firstly, the values of the
R1" and R2' are selected. According to Va and the maximum
value of the output overvoltage 1.2*Vout, the main IC calcu-
lates that the R2'/(R1'+R2") is equal to Va/(1.2*Vout), the
values of the R1' and R2' can be chosen arbitrarily on the k€2
level. To ensure the maximum value of the output overvoltage
as the IC triggers is less than that of the main IC, according to
Vb and the voltage which is less than the maximum value of
the output overvoltage 1.2*Vout, the secondary IC calculates
that the R4'/(R3'+R4") is bigger than Vb/(1.2*Vout), the val-
ues of the R3' and R4' can be chosen arbitrarily on the k€2
level. Overall, R4'/(R3'+R4") is bigger than R2'/(R1'+R2"), so,
atany time of outputting the voltage, the value of the R4' must
bebigger than that of the R2', that means the secondary IC can
trigger the output overvoltage protection earlier than the main
IC.

In the present invention, the main divider resistance meets
the following conditions: the third resistance (R3)/[the first
resistance (R1)+the second resistance (R2)]=the overvoltage
protection point of the main IC/[the maximum output voltage
when the main IC works on the overvoltage protection—the
overvoltage protection point' voltage of the main IC]. The
secondary divider resistance meets the following conditions:
the sixth resistance (R6)/[the forth resistance (R4)+the fifth
resistance (R5)]=the overvoltage protection point of the sec-
ondary IC/[the maximum output voltage when the secondary
1C works on the overvoltage protection-the overvoltage pro-
tection point’s voltage of the secondary IC].

Please refer to FIG. 4, which shows a second embodiment.
The main IC overvoltage triggering circuit 201 includes three
main divider resistances 20 connected in series. The main
divider resistance includes a first resistance (R1"), a second
resistance (R2') and a third resistance (R3"). The first resis-
tance (R1') and the second resistance (R2') are set between the
overvoltage protection triggering points of the main IC and
the drive output end, the third resistance (R3') is set between
the overvoltage protection triggering points of the main IC
and a ground end. The forth resistance (R4') and the fifth
resistance (R5') are set between the overvoltage protection
triggering points of the main IC and the drive output end, the
sixth resistance (R6') is set between the overvoltage protec-
tion triggering points of the main IC and a ground end.
Wherein, the ratio of the value of the sixth resistance (R6') and
the sum of the values of the forth resistance (R4'), the fifth
resistance (R5') and the sixth resistance (R6') of the secondary
divider resistance is larger than the ratio of the value of the
third resistance (R3') and the sum of the values of the first
resistance (R1'), the second resistance (R2') and the third
resistance (R3") of the main divider resistance, that means to
satisfy the conditions following:

R3 N R6
RIL+R2+R3 ™~ RA+R5+R6’

According to the divider principle, the voltage of the over-
voltage protection triggering of the secondary IC 302 is less
than that of the main IC 202, and as the voltage of the sixth
resistance (R6') is higher than that of the third resistance
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(R3"), so the voltage of the sixth resistance (R6') arrives the
overvoltage protection triggering point of the secondary IC
early, and the overvoltage protection circuit of the secondary
IC is triggered firstly.

In the same way, the overvoltage protection triggering
range set in the main IC is 2.4V-2.6V, the highest output
voltage of the LED drive output end is controlled at 90V. The
main divider resistances R1, R2 and R3 of the main IC over-
voltage triggering circuit satisfy: R3/(R1+R2)=2.4/(90-2.4),
the resistances’ values may be selected arbitrarily, as long as
they satisfy the ratio relationship. For the secondary IC, the
output overvoltage protection is activated before the output
voltage value arrives at 90V, and the secondary IC overvolt-
age triggering circuit may be selected at 85V to calculate the
ratio of the R4, R5 and R6. The triggering voltage may be
selected at 2.6V for the secondary IC to make sure that the
secondary IC trigger the protection mode firstly, as R6/(R4+
R5)=2.6/(85-2.6), the resistance values may be selected arbi-
trarily, as long as they satisfy the ratio relationship. The volt-
age values of the main divider resistances and the secondary
divider resistances are appointed by the ratio of the resis-
tances’ values.

The resistances’ values are appointed according to the
output voltage values, the ratio R3/(R1+R2+R3) is Va/
(1.2*Vout), R1,R2 and R3 can be chosen arbitrarily on the kQ
level; according to Vb, the secondary IC’s output voltage is
less than the maximum of the output overvoltage 1.2*Vout to
ensure that the maximum of the output overvoltage be less
than that of the main IC when the secondary triggers, the ratio
R6/(R4+R5+R6) is greater than Vb/(1.2*Vout), R4, R5 and
R6 can be chosen arbitrarily on the k€2 level; overall, the ratio
R6/(R4+R5+R6) is larger than R3/(R1+R2+R3), so that at
any time of outputting the voltage, the voltage value of R6
must greater than that of R3, that means the secondary IC
triggers the output overvoltage protection earlier than the
main IC.

Wherein, the first resistance and the second resistance
(R14R2) can be replaced by one resistance, in the same
manner, the third resistance R3 can also be replaced by mul-
tiple resistances, as long as they satisty the aforementioned
calculating ratio. The number and the arrangement method of
the divider resistances may be chosen according to the need.

After calculating, the voltage value of the sixth resistance
R6 of the second divider resistance is greater than that of the
third resistance R3, the voltage value of the sixth resistance
R6 arrives at the overvoltage protection point of the second-
ary 1C 302, therefore, the secondary IC 302 triggers its over-
voltage protection in advance. The whole circuit backs to the
normal working statue by the control module 3024 closing the
voltage/current detecting of the LED strings having open
circuits of the secondary detecting module 3026. When the
voltage of the LED’s drive output end 100 continues rising to
the overvoltage protection triggering point of the main IC
202, the main IC 202 also trigger its overvoltage protection.
The main control module 2024 closes the voltage/current
detection of the LED strings appearing the open circuit by the
main detecting module 2025, at the same time, the main
control module 202a controls the duty cycle D of the MOS
tube to reduce, which results that the output voltage of the
LEDs’ drive output end 100 reduce to a normal working
voltage. Wherein, there have a plurality of main divider and
secondary resistances, and fine-tuning the resistance values
of R1 and R2, or R4 and R5 can change the voltages of each
resistance.

In the present invention, the range of the overvoltage pro-
tection triggering point of the main and secondary ICs is
2.4V-2.6V, and the overvoltage protection triggering point of
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the secondary IC is lower than that of the main IC, the over-
voltage protection triggering point of the main IC is 2.6V, the
overvoltage protection triggering point of the secondary IC is
2.4V. The values of each divider resistance can be set by the
range of the overvoltage protection triggering point, therefore
to ensure the secondary IC triggers earlier than the main IC
when the output voltage increases, thus to ensure the whole
circuit stable.

The present invention provides an overvoltage protection
method adopting aforementioned overvoltage protection cir-
cuit; the method comprises the steps of:

Step 1: setting overvoltage protection points of the main IC
and the secondary IC respectively in their overvoltage trig-
gering circuits, the voltage value of the secondary IC’s over-
voltage protection triggering point is less that that of the main
1C;

Step 2: with the output voltage rises, when the secondary
detecting module detects the relationship of the voltage of the
second divider resistances and the overvoltage protection
triggering point of the secondary IC:

If the voltage of the second divider resistances arrives at
that of the overvoltage protection triggering point, the sec-
ondary control module sends a closing detection instruction
to the LED strings appearing open circuits to interrupt the
voltage/current detection;

Step 3: when the main detecting module detects the rela-
tionship of the voltage of the main divider resistances and the
overvoltage protection triggering point of the main IC:

If the voltage of the main divider resistances arrives at that
of the overvoltage protection triggering point, the main con-
trol module sends a closing instruction to the LED strings
appearing open circuits and to reduce the output voltage;

Step 4: the main control module adjusts the voltage adjust-
ing extend of the LEDs’ drive output end according to the
feedback of the main detecting module;

Step 41: according to the feedback of the main detecting
module, when to need increase the output voltage, the main
control module sends a voltage rising control signal to a MOS
tube to drive the MOS tube to increase its duty cycle, thus to
drive the voltage increasing extend the LEDs’ drive output
end.

Step 42: when to need reduce the output voltage, the main
control module sends a voltage reducing control signal to a
MOS tube to drive the MOS tube to reduce its duty cycle, thus
to drive the voltage reducing extend the LEDs’ drive output
end.

Please refer to FIGS. 2-4, the LED strings’ control and the
output voltage’s adjustment further explain as the following.
The overvoltage protection points are set respectively in the
main IC 202 and the secondary IC 302. In the secondary IC
302, along with the output voltage rising, once the secondary
detecting module 3025 detects the voltage of the secondary
divider resistance 30 arrives the overvoltage protection trig-
gering point of the secondary IC 302, the secondary control
module 302q sends a closing instruction to the LED strings
appearing the open circuits to close the current/voltage detec-
tion of the corresponding LED strings 402; in the main IC
202, once the main detecting module 2025 detects the voltage
of'the main divider resistance 20 arrives the overvoltage pro-
tection triggering point of the main IC 202, the main control
module 202a sends a closing instruction to the LED strings
appearing the open circuits to close the corresponding LED
strings 401 and to drive the output voltage to reduce. In the
present invention, when to need increase the output voltage,
according to the feedback of the main detecting module 2025,
the main control module 202a sends a voltage rising control
signal to a MOS tube to drive the MOS tube to increase its
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duty cycle, thus to drive the voltage rising extend of the
LEDs’ drive output end; when to need reduce the output
voltage, the main control module 2024 sends a voltage reduc-
ing control signal to a MOS tube to drive the MOS tube to
reduce its duty cycle, thus to drive the voltage reducing extend
of'the LEDs’ drive output end.

The main detecting module 2024 is coupled respectively to
each LED string 401, and each LED string 401 is connected
in series to a current limiting resistance 403. The current
limiting resistance 403 can limit the current of each LED
string, thus to avoid excessive current burning the LED
strings. Once the main detecting module 2025 detects that the
values of voltage/current of the current limiting resistance
403 in certain LED string is larger than a predefined value,
such feedback can be sent to the main control module 202a,
which then sends an instruction of closing detection to the
LED string 401, therefore to control the main detecting mod-
ule 2025 to close the corresponding current/voltage detection
of the LED string 401, and to drive the voltage of the LED
drive output end 100 to reduce. The secondary detecting
module 3025 is coupled respectively to each LED string 402,
and each LED string 402 is connected in series to a current
limiting resistance 403. Once the secondary detecting module
3025 detects that the values of voltage/current of the current
limiting resistance 403 in certain LED string is larger than a
predefined value, such feedback can be sent to the secondary
control module 3024, which then sends an instruction of
closing detection to the LED string 402, therefore to control
the secondary detecting module 3025 to close the correspond-
ing current/voltage detection of the LED string 402. The LED
string of which the values of voltage/current is larger than a
predefined value detected by the main detecting module 2025
and the secondary detecting module 3025 can be marked, and
such marked signals can be send to the main control module
202a and the secondary control module 3024 to make notified
which LED string appears an open circuit, and then they send
corresponding instructions to the MOS tube to make the
negative control such as increasing/reducing its voltage or its
on-off. In the present embodiment, the main IC overvoltage
triggering circuit 201 is connected in parallel to two LED
strings, and also the secondary IC overvoltage triggering
circuit 301 is connected in parallel to two LED strings. Which
can be understood is that the number of the LED strings is not
limited, and it can be decided according to the need of a LCD
TV.

The present invention provides a panel driving circuit hav-
ing said overvoltage protection circuit, the overvoltage pro-
tection includes LED strings arranged with said main IC and
said secondary ICs, and said overvoltage protection circuit
arranged to adjust the voltage ofthe LED strings’ drive output
end.

For the overvoltage protection circuit of the present inven-
tion, the overvoltage triggering circuits are set respectively in
the main IC and the secondary IC and controlled separately.
The overvoltage protection point of the secondary IC is lower
than that of the main IC by appointing the value of the divider
resistances. When the voltage of the LED drive output end of
the main IC arrives to the highest, once the voltage rises to the
overvoltage protection point of the secondary IC, it triggers
its own overvoltage protection, and via the negative feedback
control of the secondary detecting module and the secondary
control module, closes the detection control to the LED string
appearing open circuit and connected in parallel thereto, and
stops the current/voltage detection, therefore to make the
whole circuit back to the normal working statue and avoid the
interference of the LCD caused by voltage’s instability of
local LED string circuit. Ifthe voltage of the LED drive output
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end rises to the overvoltage protection triggering point set by
the main IC, then the main IC triggers it own overvoltage
protection, and via the negative feedback control of the main
detecting module and the main control module, closes the
detection control to the LED string appearing open circuit and
connected in parallel thereto, meanwhile, sends a voltage
reducing instruction to the MOS tube to drive the voltage of
the LED drive output end to be reduced, therefore to reduce
the output voltage of the LED strings to ensure the whole
circuit stable. In this way, the overvoltage protection of the
main and secondary ICs can be triggered in a same abnormal
situation, and the main and secondary ICs detect the working
statue of the LED strings coupled with them in real-time, and
cut off the inner detecting line corresponding to the LED
string appearing open circuit, then the others LED strings
construct a new line to continue working normally. The out-
put voltage is reduced and recovered to be normal, thus to
avoid a high-voltage statue to make the whole circuit
unstable. The overvoltage protection circuit of the present
invention changes the choosing proportion of the divider
resistances of the main and secondary ICs, therefore, once an
abnormal situation presents, the secondary IC triggers its
overvoltage protection earlier than the main IC in the output
voltage rising process controlled by the main IC.

What is claimed is:

1. An overvoltage protection circuit, arranged to adjust
drive output voltage of LED strings coupled with a main IC
and a secondary IC, comprises a main IC overvoltage trigger-
ing circuit and a secondary IC overvoltage triggering circuit,
wherein, said main IC overvoltage triggering circuit con-
nected respectively in series to said main IC and several LED
strings, said secondary IC overvoltage triggering circuit con-
nected respectively in series to the secondary IC and several
LED strings, said main IC overvoltage triggering circuit com-
prises at least two main divider resistances connected in series
each other, said secondary IC overvoltage triggering circuit
comprises at least two secondary divider resistances con-
nected in series each other, wherein, an overvoltage protec-
tion triggering point of the main IC is set in the main divider
resistances, and an overvoltage protection triggering point of
the secondary IC is set in the secondary divider resistances,
and the voltage value of the overvoltage protection triggering
point of the secondary IC is less than that of the main IC,
wherein the mininmin voltage of said secondary IC overvolt-
age triggering circuit is larger than the maximum voltage of
said main IC, wherein said main divider resistance comprises
a first resistance, a second resistance and a third resistance,
said first resistance and said second resistance are set between
the overvoltage protection triggering point of the main IC and
the drive output end, said third resistance is set between the
overvoltage protection triggering points of the main IC and
the ground end, a forth and a fifth resistances are set between
the overvoltage protection triggering points of the secondary
1C, and the drive output end a sixth resistance is set between
the overvoltage protection triggering points of the secondary
IC and the ground end, wherein, the ratio of the sixth resis-
tance value and the sum of the forth, the fifth and the sixth
resistance values of the second divider resistance is larger
than the ratio of the third resistance value and the sum of the
first, the second and the third resistance values of the main
divider resistance.

2. The overvoltage protection circuit according to claim 1,
wherein the minimum voltage of said secondary IC is 0.7-IV
larger that the maximum voltage of said main IC.

3. The overvoltage protection circuit according to claim 1,
wherein said third resistance value of the main divider resis-
tances is equal to that of said sixth resistance.

10

15

20

25

30

35

40

45

50

55

60

65

12

4. The overvoltage protection circuit according to claim 1,
wherein said main IC comprises a main control module and a
main detecting module coupled thereof, said main detecting
module is coupled to the main divider resistances to detect the
voltage’s change of the main divider resistances, said main
control module is coupled to the driving output end of the
LED strings to adjust the voltage of the driving output end
according the detecting result of the main detecting module;
in the main IC, the main control module sends a closing
detection instruction to the LED strings appearing open cir-
cuits to interrupt the voltage/current detection and to drive the
driving output end of the LED strings to reduce its output
voltage when the main detecting module detects that the
voltage of the main divider resistances arrives at that of the
overvoltage protection point of the main IC.

5. The overvoltage protection circuit according to claim 4,
wherein said secondary IC comprises a secondary control
module and a secondary detecting module coupled thereof,
said secondary detecting module is coupled to the second
divider resistances to detect the voltage’s change of the sec-
ond divider resistances, said secondary control module is
coupled to the driving output end to adjust the voltage of the
driving output end according the detecting result of the sec-
ondary detecting module, in the secondary IC, with the output
voltage rises, the secondary control module sends a closing
detection instruction to the LED strings appearing open cir-
cuits to interrupt the voltage/current detection when the sec-
ondary detecting module detects that the voltage of the sec-
ond divider resistances arrives at that of the overvoltage
protection point of the secondary IC.

6. The overvoltage protection circuit according to claim 1,
wherein said main detecting module is coupled respectively
to each LED string that is connected in series to a current
limiting resistance, once the main detecting module detects
that the voltage value of a current limiting resistance of cer-
tain LED string’ circuit is larger that a predefined value, it
feedbacks to the main control module, which then to send a
closing detection instruction to the LED string to close the
detection of the corresponding LED string and to control the
driving output end of the LED string to reduce its output
voltage.

7. The overvoltage protection circuit according to claim 6,
wherein said secondary detecting module is coupled respec-
tively to each LED string that is connected in series to a
current limiting resistance, once the secondary detecting
module detects that the voltage value of a current limiting
resistance of certain LED string’s circuit is larger that a pre-
defined value, it feedbacks to the secondary control module,
which then to send a closing detection instruction to the LED
string to close the detection of the corresponding LED string,
said main IC and said secondary IC control each LED string’
opening and closing by a negative feedback.

8. A panel driving circuit. wherein, it comprises LED
strings arranged with said main IC and said secondary IC, and
an overvoltage protection circuit arranged to adjust the volt-
age of the LED strings’ drive output end coupled with a main
IC and a secondary IC, wherein the overvoltage protection
circuit comprises a main IC overvoltage triggering circuit and
a secondary IC overvoltage triggering circuit, wherein, said
main IC overvoltage triggering circuit connected respectively
in series to said main IC and several LED strings, said sec-
ondary IC overvoltage triggering circuit connected respec-
tively in series to the secondary IC and several LED strings,
said main IC overvoltage triggering circuit comprises at least
two main divider resistances connected in series each other,
said secondary IC overvoltage triggering circuit comprises at
least two secondary divider resistances connected in series
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each other, wherein, an overvoltage protection triggering
point of the main IC is set in the main divider resistances, and
an overvoltage protection triggering point of the secondary IC
is set in the secondary divider resistances, and the voltage
value of the overvoltage protection triggering point of the
secondary IC is less than that of the main IC, wherein the
minimum voltage of said secondary IC overvoltage triggering
circuit is larger than the maximum voltage of said main IC,
wherein said main divider resistance comprises a first resis-
tance, a second resistance and a third resistance, said first
resistance and said second resistance are set between the
overvoltage protection triggering point of the main IC and the
drive output end, said third resistance is set between the
overvoltage protection triggering points of the main IC and
the ground end, a forth and a fifth resistances are set between
the overvoltage protection triggering points of the secondary
1C, and the drive output end a sixth resistance is set between
the overvoltage protection triggering points of the secondary
IC and the ground end, wherein, the ratio of the sixth resis-
tance value and the sum of the forth, the fifth and the sixth
resistance values of the second divider resistance is larger
than the ratio of the third resistance value and the sum of the
first, the second and the third resistance values of the main
divider resistance.
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